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A range of slimline
dimmable square
bulkheads suitable
for use in corridors,
stairwells and
commercial
applications.

e 40,000hr life expectancy e Emergency versions available, please add /M3 on product
e CRI>80 code

e Fasy installation with backplate

e |K10 rated

e Manufactured with quality materials and reliable driver

e PF>0.90 e 3000k or 4000k supplied as standard

e Triac dimmable as standard
e Zero maintenance

3 years and optional 5 years

e High output led chip used
e Reliable inbuilt driver

e Durable polycarbonate base and cover @
SE12WLED3 Surface bulkhead triac dimmable 3000k 12W 250 x 250 x 50 SMD LED 1140Im > 95
SE12WLED4 Surface bulkhead triac dimmable 4000k 12W 250 x 250 x 50 SMD LED 1210Im >100
SE18WLED3 Surface bulkhead triac dimmable 3000k 18W 300 x 300 x 50 SMD LED 1710Im >95
SE18WLED4 Surface bulkhead triac dimmable 4000k 18W 300 x 300 x 50 SMD LED 1820Im >100
SE30WLED3 Surface bulkhead triac dimmable 3000k 30W 400 x 400 x 50 SMD LED 2850Im > 95
SE30WLED4 Surface bulkhead triac dimmable 4000k 30w 400 x 400 x 50 SMD LED 3000Im > 100
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