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EARTH SUSPENDED CIRCULAR
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A range of highly
efficient decorative
suspended LED
panels. These are
ideal replacements
for many forms of
traditional fluorescent
suspended fixtures.

KEY FEATURES DIMMABLE OPTIONS

e 50,000 hr LED life expectancy e /D for 1-10V dimmable
e Beam angle 120 degrees e /DD for DSI digital dimmable
e CRI>80 e /DL for Dali and switch dimmable

e |deal for use in office areas, meeting rooms, reception areas e /TD for trailing edge dimmable

e Manufactured with quality materials and European brand
driver

e PF>0.90 WARRANTY

e Zero maintenance 5 years

MATERIALS IP RATING
e European brand driver w

e High quality heat sink

ACCESSORIES AND OPTIONS AVAILABLE

e Dimmable versions available. (See dimmable options.)

e Emergency versions available. Add M3 for standard 3 hour
emergency or ST for self test 3 hour emergency.

e Suspension kits supplied with fittings are 3mtrs as standard
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Typical installation

PRODUCT DESCRIPTION WATTAGE  SIZELxH BEAM LIGHT COVER NET LUMEN PER
CODE (] (mm) ANGLE  SOURCE TYPE LUMEN  CIRCUIT WATT
LEDCP32/84  Suspended circular panel 4000k 32W 600 x 11 120° LED  Opal Pmma 2470Im > 80
LEDCP45/84  Suspended circular panel 4000k 45W 600 x 11 120° LED  Opal Pmma 3550Im > 80
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