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A range of LED
surface batten
luminaires designed
to accommodateT8
LED lamps. They

are suitable for
general lighting in
retail and commercial
applications.

Q
(@]
<
<
m
o)
e}
>
>
(7))
c
2
>
(@)
m
S~
(7))
cC
0
hY
m
=z
&)}
m
O

aupQ sieN <«

MATERIALS ADDITIONAL INFORMATION

e High quality sheet steel powder coated housing

Full range of accessories available, please see page 29

e | ED lamps are glass coated in plastic Lamps provided are non dimmable versions and have

330 degree light output
e | umen outputs will vary according to lamp colour temp.

ACCESSORIES AVAILABLE e Supplied with lamps, but /B models are less lamps

e Emergency versions available. Add M3 for standard 3 hour

emergency or ST for self test 3 hour emergency.
WARRANTY

2 year lamp warranty
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PRODUCT
CODE

BAT2SLED
BAT2SLED/S
BAT2TLED
BAT2TLED/B
BAT4SLED
BAT4SLED/B
BAT4TLED
BATATLED/B
BATSSLED
BAT5SLED/B
BATSTLED
BATSTLED/B
BATGSLED
BATGSLED/B
BATGTLED
BATGTLED/B

ACCESSORIES

DIF4SOP
DIF4ASPR
DIF4TOP
DIFATPR
DIF5SOP
DIF5SPR
DIFSTOP
DIFSTPR
DIF6SPR
DIF6TPR
TARF58
TRF58
TARF70
TRF70
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DESCRIPTION

2ft single batten with LED lamp
2ft single batten wired for single ended LED lamp
2ft twin batten with LED lamps
2ft twin batten wired for single ended LED lamps
4ft single batten with LED lamp
4ft single batten wired for single ended LED lamp
4ft twin batten with LED lamps
4ft twin batten wired for single ended LED lamps
5ft single batten with LED lamp
5ft single batten wired for single ended LED lamp
5ft twin batten with LED lamps
5ft twin batten wired for single ended LED lamps
6ft single batten with LED lamp
6ft single batten wired for single ended LED lamp
6ft twin batten with LED lamps

6ft twin batten wired for single ended LED lamps

DESCRIPTION

Opal diffuser for 4ft single batten

Prismatic diffuser for 4ft single batten

Opal diffuser for 4ft twin batten

Prismatic diffuser for 4ft twin batten

Opal diffuser for 5ft single batten

Prismatic diffuser for 5ft single batten

Opal diffuser for 51t twin batten

Prismatic diffuser for 5ft twin batten
Prismatic diffuser for 6ft single batten
Prismatic diffuser for 6ft twin batten
Polished aluminium reflector for 5ft battens
White powder coated reflector for 5ft battens
Polished aluminium reflector for 6ft battens

White powder coated reflector for 6ft battens

WATTAGE
W)

1x9W

2 x9W

1x18W

2x18W

1 x24W

2 x 24W

1x28W

2 x 28W

SIZELXW xH
(mm)

640 x 48 x 40
640 x 48 x 40
640 x 48 x 40
640 x 48 x 40
1240 x 48 x 40
1240 x 48 x 40
1240 x 48 x 40
1240 x 48 x 40
1540 x 48 x 40
1540 x 48 x 40
1540 x 48 x 40
1540 x 48 x 40
1840 x 48 x 40
1840 x 48 x 40
1840 x 48 x 40
1840 x 48 x 40

SIZEL X W x H
(mm)

1240 x 60 x 60
1240 x 60 x 60
1240 x 115 x 60
1240 x 115 x 60
1540 x 60 x 60
1540 x 60 x 60
1540 x 115 x 60
1540 x 115 x 60
1840 x 60 x 60
1840 x 115 x 60

LIGHT
SOURCE

T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp
T8 LED Lamp

PRIMARY LUMEN PER
LUMEN OUTPUT  CIRCUIT WATT
800Im > 85
1600Im > -85
1800Im > 85
3600Im > 85
2300Im > 85
4600Im > 85
2600Im > 85
5200Im > 85
) Tegral
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