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A range of high
output recessed
linear slimline led
fixtures, ideal for
high ceilings in many
retail and commercial
applications.

KEY FEATURES DIMMABLE OPTIONS

e 50,000hr life expectancy e /D for 1-10V dimmable
e CRI>80 e /DD for DSI digital dimmable
e | 80B10 @ 50,000hrs, Ta = 25 degrees e /DL for Dali and switch dimmable
e Manufactured with quality materials and reliable driver e /TD for trailing edge dimmable
e PF>0.90
e Zero maintenance
MATERIALS 5 years

e European brand chips and driver

e Sheet Steel housing IP RATING

e Diffuser made from opal polycarbonate

ACCESSORIES AND OPTIONS AVAILABLE

e Dimmable versions available. (See dimmable options.)

e Emergency versions available. Add M3 for standard 3 hour
emergency or ST for self test 3 hour emergency.

ADDITIONAL INFORMATION

e 4000k available as standard and 3000k available to special
order
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Typical installation

PRODUCT DESCRIPTION WATTAGE ~ SIZELxW xH LIGHT COVER NET LUMEN PER
CODE (W) (mm) SOURCE TYPE LUMEN CIRCUIT WATT
RV2120032/84 Recessed high output linear fixture 32W 1175x95x 90 SMD LED  Opal PC 4000Im >125
RV2150039/84 Recessed high output linear fixture 39w 1475x 95 x 90 SMDLED  Opal PC 5100Im >125

Other sizes available on special order
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