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Recessed highly
efficient scoop
directional
wallwashers suitable
for highlighting specfic
display areas. |deal for
retail and showroom
applications.
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KEY FEATURES DIMMABLE OPTIONS

e 50,000hr life expectancy e /D for 1-10V dimmable

e CRI>80 e /DD for DSI digital dimmable

e |deal for use in retail and showrooms e /DL for Dali and switch dimmable
e Manufactured with quality materials and reliable European e /TD for trailing edge dimmable

brand driver

* PF>0.90 WARRANTY

Zero maintenance

e |nitial SCDM 3 5 years
MATERIALS IP RATING
e Complete with COB LED lightsource @

e Die cast aluminium construction
e European branded LED driver

e Manufactured with CREE LED chips for excellent
performance

ADDITIONAL INFORMATION

e Colour rendering available is 3000k, 4000k or 5000k

ACCESSORIES

* Model: SWW30/60RF

Description: 60 degree reflector for SWW30 and SWW40
models
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PRODUCT
CODE

SWW15LED/83
SWW15LED/84
SWW15LED/85
SWW20LED/83
SWW20LED/84
SWW20LED/85
SWW3OLED/83
SWW30LED/84
SWW30LED/85
SWW40LED/83
SWWA40LED/84
SWW40LED/85

RC20LED/83
RC20LED/84
RC20LED/85
RCA0LED/83
RC40LED/84
RC40LED/85

WATTAGE
W

14W
14W
14W
19W
19W
19W
27TW
27TW
27TW
37w
37w
37w

20W
20W
20W
40w
40W
40W

DIMENSIONS

Dia x Depth (mm)

190 x 140
190 x 140
190 x 140
190 x 140
190 x 140
190 x 140
190 x 140
190 x 140
190 x 140
190 x 140
190 x 140
190 x 140

240x 150 x 90
240x 150 x 90
240x 150 x 90
240x 150 x 90
240x 150 x 90
240 x 150 x 90

CUT ouT
(mm)

175
175
175
175
175
175
175
175
175
175
175
175

230x140
230x140
230x140
230x140
230x140
230x140

LIGHT
SOURCE

COB LED
COB LED
COB LED
COB LED
COB LED
COB LED
COB LED
COB LED
COB LED
COB LED
COB LED
COB LED

COB LED
COB LED
COB LED
COB LED
COB LED
COB LED

DIFFUSER
TYPE

Clear glass
Clear glass
Clear glass
Clear glass
Clear glass
Clear glass
Clear glass
Clear glass
Clear glass
Clear glass
Clear glass

Clear glass

Frosted glass
Frosted glass
Frosted glass
Frosted glass
Frosted glass

Frosted glass

Typical installation

NET LUMEN
OUTPUT

1400Im
1480Im
1400Im
1980Im
2100im
1900Im
2790Im
2960Im
2700im
3750Im
4000Im
3650Im

2000Im
2080Im
2080Im
3000Im
3100im
3100Im

. Tegral

UK: salesuk@tegral-lighting.com 01279 461888 | Ireland: sales@tegral-lighting.com 00353 1 8309686 | www.tegral-lighting.com ‘W

LUMEN PER
CIRCUIT WATT

> 100
> 100
> 100
> 100
> 100
> 100
> 100
> 100
> 100
> 100
> 100
> 100

> 100
> 100
> 100
>100
> 100
> 100
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